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BEAR TOOTH OIL & GAS COMPANY
P.C).fkoc2564
Billings, Montana 59103
(406) 259-2451 RECE1VED

JUN 8 1984

June 5, 1984 DIVISIONOF OfLGAS & MINING

Bureau of Land Management
170 South 500 East
Vernal, Utah 84078

Attention: Mr. Greg Darlington

Gentlemen:

Enclosed please find Applications for Permit to Drill our Federal
No. 25-16 and Federal No. 35-6 wells in Uintah county, Utah,
for your approval.

Yours very truly,

BEARTOOTHOIL & GAS COMPANY

Grace E. Brown
Drilling Department

gb

Enclosures

cc: Division of Oil, Gas & Mining "

4241 State Office Building
Salt Lake City, Utah 84114

RECElVED
JUN 8 nos

DIVISJON OF OIL
GAS &
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;-se ;-- --a

N iil MO,

GEOLOGICAL SURVEY U-44433

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK $. IFINDIAN,MOWEEORTRIBENAgg

18. TTPE OF WORN

DRILLÐ DEEPENO PLUG BACK 7. UNIT AGREEMENT HAME

b TTPE OF WEI.L

MS.I,I, ELL OTTIER
ETWLE

2. NAME OF OPERATOR Fede ra l
Beartooth Oil & Gas Company B *='

3, ADDRESS OF OPERATOR 25-16
P. O. Box 2564 , Bi ll ings , Montana 59103 2 . rr.LD AND POOL, OR WILDCAT

4. I.ocATroN OF WELL (Iteport location clearly and in accordance with any State requirements,•} ¶gggg Çgnypa
At surince

1226' FEL 557' FSL 11.anc..r.,..,..,o..La.
AND BURVEY OB AREA

At proposed prod. zone
same SE#SEh Sec. 25-T155-R22E

14. DisTANCE iÑ iribÏcs AÑD DIliÏicTIoÑFRoÀfNEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 18. STATE

40Miles Northwest of Mack, Colorado Uintah Utah
1b. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEABE 17. NO.OF ACHES ABBIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 557 440 240
(Also to nearest drig. unit line, if any i

18. visoANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOI.S
TO NEAREST WELL, DRILLING, COMPLETED' N 8980 ROR APPLIED FOR, ON THIS 12ABE, IPT. one otary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL BTART*

7568 GL, 7580 KB August 1, 1984
23. PROPOSED CASING AND CEMENTING PROGRAM

BIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF OEMENT

12-1/4" 9-5/8'l 32.3# H-40 300' 150 sacks class "G" - to surface
8-3/4" 7" New 2V & 20# K-55 ST· 5030' - 150 sacks 50-50 poxmix
6-1/4" 4-1/2" New 11.6# N-80 LTC 89803 175 sacks RFC

1. Surface formation is the Green River.
2. Anticipated geologic markers are: blasatch 1116'¿ Mesaverde 2150', Mancos 44806

,

Castlegate 4720', Frontier 8095', Dakota 8450',VMorrison 8614'.
3. Gas is anticipated in the Dakota & Morrison. No oil or other minerals are

anticipated. Possible water sands are expected in the Mesaverde and Wasatch.
4. Proposed casing program: See Item No. 23 above.
5. Pressure control equipment: See attached well control plan and schematic drilling

contractor's BOP stack. BOP's will be tested before drilling out from under surface
and intermediate casing and checked daily.

6. Air or mist drilling will be used to drill the surface hole unless water is encountered.
If water is encountered, chemical-gel type mud will be used. The well will be air
drilled from under surface casing to total depth. If excessive water is encountered,
the intermediate hole will be finished with chem-gel mud.

(CONTINUED BACK PAGE)
IN ABOVE SPACE DËSCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposa1 18 to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowont
preventer program, if any.

24.

M - Petroleum Engineer .June 4, 1984
SIGNED TITLE DATEmes h. Outson

(This space for Federal or State office use)

PERMIT"° MFHOVEÒ$ŸÝÑESTATE
Of MTAH DIVISI N »-ONRD OnNSOFAPPROVAL,IFANY.

OIL, GAS, AN RECEIVED
DATE:
BY: JUN 8 4

DWISiON OF OIL
GAS &
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SEC. 25 , T is S. , R. 22 E. OF THE E L.M.

S.89° 59' W 5280.0 ( Gi o)

2-5
SCAkt

soo ooo

L EGE ND
TANDARO LOCAT‡Off Of
LO GECTiÔN OÔAN£RS

B£ARTOOTH O/L 8 GAS CO. we,
FED. 25-16

GROUÑD EI.EV. 756&'
, REFERENGE DOCUMENTS

tazeO--- --- -----

1922
GLO PLAT

CEDAR CAMR CANYON
QUADRANGLE , USGS

N.89 58'W. 5274.72(GL.Of

THIS WELL LOCATION PLAT WAS PREPARED FOR BEARTOOTH OIL & GAS CO.
TO LOCATE THE FED. 25 -16

,
557' ES L.S

/226' E E_ L. IN THE R I/4 K I/4| OF SECTION i ,T./ .._S..., R. 22 E.
OF THE S.L.M. UINTAH COUNTY, UTAH

, y SURVEYOR S CERTIFICAYE

I, L.ARRY D. BECKER A REGISTERED LAND SURVEYOR IN
YHE STATE QF ÜTAH. DO HEREBY CERTIF f '"HAT TNIS
SURVEY WAS MADE UNDER MY DIRECT SUPERVISION
AND THAT THIS PLÂT REPRESENTS SAIL SURVEY.OF

Isunvrvro .5-22 ENERGY ss.....« e - ;ooo
7/5 tiaRI ON ORIVE,SUITE Ma

SURVEYS &omawn 5-29 08.140 JUNGTfDN, (.0 HI >Of .Jag NO
ENGINEERING CORP. ta>U e-es-- rear ¯

GHEØKED frik E I



PLAN OF DEVELOPMENT

O FOR SURFACE USE FOR THE
BEARTOOTHOIL & GAS COMPANY

FEDERAL NO. 25-16

SEkSEASection 25-Tl55-R22E

Uintah County, Utah

1. Existing Roads - a legible map showing:

A. Proposed well site as staked. (Actual staking should include two each
200-foot directional reference stakes.): See Survey Plat No. 1

B. Route and distance from nearest town or locatable reference point to where

well access route leaves main road: This location is about 40 miles northwest of

Mack, CO. It is reached by going west of Mack on Old Hwy 6 & SO until you are 3.2
miles into Utah, turn rÍght and go 27.35 miles up Hay Canyon to the top of Hay Canyon

Hill, turn right and go 0.3 miles, turn left and go I mile, turn lett and go 3.1

miles out Wire Eence Þoint to the beginning of the o.4 miles of new construction.

C. Access road(s) to location color-coded or labeled:

The existing access is colored green on the Vicinity Map and on the Access-Topo Map.

(Map No. l and No. 3)

D. If exploratory well, all existing roads within a 3-mile radius (including

type of surface, conditions, etc.): N/A

E. If development well, all existing roads within a 1-mile radius of wellsite:

All existing roads are shown on Map No. 1

F. Plans for improvement and/or maintenance of existing roads: Most of the

existing road is County road. Occasional blading is one by producing ,and pTpéline

companies in the area. Beartooth will conduct maintanance blading on the access

road.

2. Planned Access Roads
- See Map No. 1

Map showing all necessary access roads to be constructed or reconstructed, showing:

(1) Width & Disturbance: The 0.4 mile of new construction will be built with an 18'

driving surface. The disturbed width will vary from 3¶-60 feet depending on

topography. All new construction is within an old burn area.

(2) Maximum grades: The maximum grade is 8%

(3) Turnouts: Turnouts will be constructed so that they are intervisible.

(4) Drainage design: Natural drainage; road will follow contour of the land.

The road will be ditched and crowned across the flats and insloped 2% on the

cut slope-hillsides.

(5) Location and size of culverts and brief description of any major cuts and

fills: Water will be drained across the road via water din No cuiverts

are planned,

(6) Surfacing material: Native material only; no material will be brought in.

(7) Necessary gates, cattleguaros, or fence cuts: No cattleguards a-e olenor

(8) New or reconstructed roads are to be center-line flaoged at time of location

staking: The road is



NTL-6
Page 2

3. Location of Existing Wells

Two-mile radius map if exploratory, or 1-mile radius map if development well

showing and identifying existing (see Well Map No. 2)

(1) Water wells: None

(2) Abandoned wells: One

(3) Temporarily abandoned wells: None

(4) Disposal wells: None

(5) Drilling wells: None

(6) Producing wells: Three

(7) shut-in wells: None

(8) Injection wells: None

(9) Monitoring or observation wells for other resources: None

4. Location of Existing and/or Proposed Facilities

A. Within 1-mile radius of location show the following existing facilities owned
or controlled by lessee/operator:

1. Tank batteries: None

2. Production facilities: Separator and meter run at gas wells, shown on
Well Map (Map No. 2), iii Sections 26 & 36-Tl55-R22E and Section 31-Tl55-R23E.

(3) 011 gathering lines: None

(4) Gas gathering lines: See Well Map No. 2 for location of Northwest Pipeline

gathering system. All lines are buried, except for legoffs in and out of
canyons

(5) Injection lines: None

(6) Disposal lines: None

(Indicate if any of the above lines are buried.)

B. If new facilities are contemplated, in the event of production, show:

(1) Proposed location and attendant lines by flagging if off of well pad:

(2) Dimensions of facilities: See Plat No, 4. Separator 5' x 10',
meter run 5' x 8', on drillsite pad and_painted green to blend
with the environment.

(3) Construction methods and materials: No materials necessary. All
lines will be coated, wrapped, and buried. See Plat No. 4.

(4) Protective measures and devices to protect livestock anc vildlife:

A 10' x 10' water pit within 50' of the separator will be fenced.
¯¯

A metal quard or fiberglass shelter will be around the



4, location of Existino and/or Proposed Facilities onlinue¤)

O O
C. Plan for rehabilitiation of disturbed areas no longer needed for operations

after construction is completed: Upon completion of the drilling of this
well, all pits wl11 be backfilled and top soil replaced and re-contoured

back †p priqinal terrain, Upon abandonment,_R)1 disturbed areas, including
. the location and access road, will be re-contoured, ripped or scarified

as needed, and re-vegetated using a seed formula as specified by the BLM.
Seeding will be done in the fall,

5. Location and Type of Water Supply

A. Show location and type of water supply either on map or by written description:

Water for thig well has been purchaged from Mr. Bert Delambert. The pick up

point is in Section 6-Tl6S-R23E,

B. State method of transporting water and show any roads or pipelines needed:
Water «111 be transported by truck over the existing roadways and proposed
access.

C. If water well is to be drilled on lease, so state. (No APD for water we11 is
necessary, however, unless it will penetrate potential hydrocarbon horizons):

No water well is to be drilled.

6. Source of Construction Materials

A. Show information either on map or by written description: No construction
materials will be used other than native materials.

B. Identify if from Federal or Indian land: Not applicable.

C. Describe where materials, such as sand, gravel, stone, and soil material are
to be obtained and used: Soll from cuts will be used for fills. No out-

side material will be brought in.

D. Show any needed access roads crossing Federal or Indian lands under Item 2:

7. Methods for Handling Waste Disposal

Describe methods and location of proposed containment and disposal of waste material,

including:

(1) Cuttings: Cuttings will be buried in the reserve pit.

(2) Drilling fluids: Drillinq fluids will be handled in the reserve pit and

left to evaoorate.

(3) Produced fluids (oil, water): Any fluids produced during drilling test or

while making production test will be collected in a test tank. If a test
tank is p%t available duri_na drill ino, fluids gi!! be handled in reserve

pit. Any'spills of oil, pas, salt water or other noxious fluids will be

cleaned up and removed._.If wel! 15 productive, produced water will be 11:
poged of onsite for 30 days onlv, or DD duc with norrnission of DM L
Manaae.c.., After that ;ime, application wi11 be made for approva1 of
permanent disposal method in compliance with NTL-2b, and the rules and
regulations of the State of



7. Methods for Handling Was isposal (Continued)

(4) Sewage: Human waste will be disposêd of in chemicallY treated sanitary nits

(5) Garbage and other waste material (trash pits should be fenced with small
mesh wire to prevent wind scattering trash before being burned or buried):

Garbage, waste, salts and other chemicals produced during drilling or testing
will be handled in a trash cage. The trash cage will be totally enclosed with

small mesh wire to prevent wind scattering trash before being removed. Reserve

, pit will be fenced on 3 sides during drilling and closed off on the Ath side at

the time of rig release.

(6) Statement regarding proper cleanup of wellsite area when rig moves out:

Drilling fluid in pit, which will be very minium1 due to air drilling,

will be left to dry, iŸ necessary. After pÍt area is sufficiently dry,

cuttings will be pushed into pit and sub-soll placed on top of any

remaining fluid and cuttings; then top soil will be used to cover both

pit and location area.

8. Ancillary Facilities

identify all proposed camps and airstrips on a map as to their location, area
required and construction methods. (Camp center and airstrip center lines to be
staked on the ground): No air strip, capp or other facilities will be built

during drilling of this well.

9. We11site Layout

A plat (not less than 1" = 50') showing:

(1) Cross sections of drill pad with cuts and fills: See Plat No. 2-A

The maximum cut is 13,3 fee,†,

(2) Location of mud tanks, reserve, burn and trash pits, pipe racks, living

facilities, and soil material stockpiles: See Plats Nos. 2 & 3
The stand of dead trees will be stockpiled below the north side of the
location. The topsoil will be stockpiled above the cutslope on the south
side of the pad area.

(3) Rig orientation, parking areas and access roads: See Plat No, 3

(4) Statement as to whether pits are to be lined or unlined. (Approval as used

in this section means field approval of location. All necessary staking of

facilities may be done at the time of field inspection. A registered surveyor

is not mandatory for such operations): Pits will be unlined. The blooie
pit will be constructed so that all liquid will run to the cut portion of
the reserve pit.

10. Plans for Restoration of Surface

State restoration program upon completion of operations, including:

(1) Backfilling, leveling, contouring and waste disposal; segregation of
spoils materials as needed: If well is abandoned, site will be restored

+o original condition as nearly as possible. Backfilling, levelling,

nd çontourinq are planned as soon as all pits have dried. Weste
disposal and spoils materials will be buried or hauled away immediately

to an approved saniterv land fill after drilling is completed. If
duction is obtained, the unused erea will be restored as soon as possible.

(2) Revegetation and rehabilitation, includine access roads (normally per BLM
*

recommendations): The soil bankeo materi-1 vill be spre o over toe area.

Re-vegetation will be accomplished by plantino mixed grasses as per

BLM specifications.

(3) Prior to rig release, pits will be fenced and so maintained until clean-up:

Three sides of the reserve pit will be fenced _durina drill inc and

closed off on the Ath side followine ric r leage to prevent_livestock
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10. Plans for Restoration of Surface (Continued)

(4) If oil on pit, remove oil or install overhead flagging: If any oil is
on the pits and is not immediately removed or burned after operations
cease, the pit containing the oil or other adverse substances will be
flagged overhead or covered with wire mesh.

(5) Timetable for commencement and completion of rehabilitation operations:
The rehabilitation operations will begin immediately after the dr¡lling
rig is removed. Removal of oil or other adverse substances will begin
immediately or area will be flagged and fenced._ Other cleanup will be
done asneeded. Plantinq and re-veqetation is considered best in the
fall, between Sept. 15 and Nov. 15.

ll. Other Information

General description of:

(1) Topography, soil characteristics, geologic features,flora and fauna:
All new construction is within an old forest fire burn. No new large
trees exist. Vegetation is mainly brush and mixed gr sses, The soils
are shallow and rocky.

(2) Other surface use activities and surface ownership of all involved lands:
Livestock grazing is the noticeable other land use.

All construction is on Public land.

(3) Proximity of water, occupied dwellings, archeological, historical or
cultural sites: The nearest occupied_dwelling and live water is in Main
çanyon about 1/2 miles east of the wellsite.

A cultural resource survey has been completed and the report is being
filed with BLM-Vernal.

12. Lessee's or Operator's Representative

include the name, address and phone number of the lessee's or operator's
field representative who is responsible for assuring compliance with the
approved surface use and operations plan:

James G. Routson Ken Currey
Beartooth Oil & Gas Company Box 1491
P. 0. Box 2564 Fruita, CO 81521
Billings, MT 59103 Mobile Phone: 303-245-3660 Unit 5858
Office Ph: 406-259-2451 Home Ph; 303-858-3257
Home Ph: 406-245-8797

13: Certification

The following statement is to be io¯crporatcd in the plan and must be signed
by the lessee's or operator's field sepresentat¡ve who is identified in Item
No. 12 of the plan:

I hereby certify that I, or µersons under my direct supervision, have
inspected the proposed drillsite and a est route: that I am familiar

this plan are, to the best o' tr r.o ¯crr t: and, that
the work associate ith th÷ c: tîc- - oc -.erein i. 1 be perforo.ed
by Beartooth Oil :-sa, rectors a d sa ntra-tors in
conformity with this plan and the terms and conditions under which it is
approved.

June 4, 1984
D te

¯¯¯ ¯ ¯¯ ¯¯¯ ¯¯¯- ¯

ÐÐÐÐÐ



WELL CONTROLPLAN

1. Surface Casing: 9-5/8" 0.D., 32.3#/ft., Grade H-40, Short T&C, set at 300'
or deeper, cemented with pump and plug method back ot the surface or bottom
of cellar.

2. Casinghead Flange: 9-5/8" x 10" -900 series casinghead with two 2"
2000 psi L.P. outlets.

3. Intermediate casing: 7" 23# K-55, set at 5030 and cemented with 150
sacks. The intermediate spool will be 10" - 900 x 10" - 900 series with two
2" 2000 psi L.P. outlets.

4. Blowout preventor: A 10" 3000 psig W.P. double gate hydraulic shaffer BOP

( or equivalent ) with drill pipe rams and blind rams. All fill, kill and
choke lines will be minimum of 2" 3000 psi W.P. A Grant rotating head will

be used while air and mist drilling. A new rubber will be installed prior

to drilling through the Dakota. BOP's will be worked daily. Blind rams

will be checked during trips. BOP's will be tested to 1500 psi prior to

drilling shoe joint on surface casing and intermediate casing.

5. Auxiliary Equipment: (a) Drill pipe floats will be allowed at contractor's
discretion. (b) Visual monitoring of air returns will be maintained. (c)
Upper kelly cock will be used. (d) Stabbing valve will be kept on floor.

6. Anticipated bottom hole pressure is less than 2000 psi at 8600 or a gradient
of .23 psi/ft or less. No abnormal temperatures or hydrogen sulfide gas are
anticipated.

BEARTOOTHOIL & GAS COMPANY

By:
mes G. Routson, Petroleum
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SCHEMATIC OF BOP STACK

Federal No. 25-16

Air drilled wells using 900 series wellhead equipment.

Interval from 300' to total depth.

Rotat ing Head

Blouie Line

i Ii iI I
I I Blind Rams

Drill Pipe Rams

Dri11ing Spool

\Choke Line

Kill Line
- Oll><3 K><30

Casing
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FACILITIES PLAT NO. 4

Federal No. 25-16

N
00

' 1

2

Separator

3

5

Access
Road

1. Wellhead will be a 6" - 900 series flanged top. Tubing head will be
10" - 900 x 6" - 5000 psi with two 2" 5000 psi flanged valves. Tree
will be 2" screwed x 3000 psi W.P.

2. Line between wellhead and separator will be approximately 100 feet in
length and constructed of 2-3/8"

.218 wall seamless, welded, wrapped
and buried approximately 5 feet deep.

3. Line between separator and meter will be 4" or 4.028 OD seamless,
welded, coated, wrapped and buried, and will be approximately 25 feet
in length.

4. Meter run will be American 2" run, 500 psi static rating, 200" of water
differential rating.

5. Line between meter run and NW Pipeline gatherinÑsystem not yet designed.

6. Pit, if necessary, will be 8' x 8.', enclosed by dikes and
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OPERATOR DATE /A - BY

WELLNAME

SEC JEN RT T /5.5 R 2f COUNTY

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

INDEX HL

NID PI

\ " I \
PROCES C

APPROVAL LETTER:

SPACING: A-3 c-3-a / - Ä
UNIT CAUSE NO. & DATE

c-3-b c-3-c

SPECIAL LAN



RECONCILEWELL NAMEANDIDCATIONON APD AGAINSTSAME DATA ON PLAT MAP.

AUTHENTICATELEASE AND OPERKIORINFORMATION

VERIFY ADEQUATEANDPROPERBONDING

AUTHENTICATE IF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACINGCONSIDERATION

UNIT

c-3-b

c-3-c

CHECK DISTANCE10 NEARESTWELL.

CHECK OUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHERWELLS.

IF POTASHDESIGNATED AREA, SPECIAL LANGUAGEON APPROVALLETTER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVAL





Form 9-3310 SUBMIT IN TRIPIJCATE* Form approved.
(\iay 1963) (Other instruc n

Budget Bureau No. 4>R1425.

U ED STATES reverse sid

DEPARTMENT OF THE INTERIOR -5.

LEASW DESIGNATION AND SERIAL NO,

GEOLOGICAL SURVEY U-44433

APPLICATION FOR PERMITTO DRILL, DEEPEN,OR PLUG BACK G. IFINDIAN.AI,I.OTTEROBTRIBENAME

la. TYPE or woRK

DRILL Ð DEEPENO PLUGBACK O Î. UNIT AGRERMENT NAME

b. PE OF WELL

VELL OTHER

--;.s. E ED 8. NRM OR MAM NAME

2, NAME OF OPERATOR Fede ra l
Beartooth Oil & Gas Company =LI

3, ADDRESS OF OPERATOR 25-16
P. O. Box 2564, Bi11 ings, Montana 59103 10, FIElan AND POOL, OR WH.DCAT

4. I,OCATION OF WELL (Report location clearly and in accordance with any State r ence Canyon
Atsunace1226'

FEL 557' FSL IL 11.sme.,s..n.,m.,onst,s.
% 74 NING AND BURVEY OR AREA

At proposed prod. zone
same SEkSEl sec. 25-T15S-R22E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE' 12. COUNTY OR PARISH 1Û, BTATM

40 Miles Northwest of Mack, Colorado Uintah Utah
10. DISTANCE FROh! PROPusED* 16. NO. OF ACRES IN LEAsm 17. NO. OP ACREE ASSIGNED

LOCATION TO NEAREST To 21118 WELL
PROPERTY OR LEASE LINE, FT. 557 440 240
(Also to nearest drig, unit line, if any)

18. DISTANCE FROM 1'ItOPOSED LOCATION* 1Û. Pit0POSED DEPTH 2Û. ROTARY OR CABLE TOOLSo'n°àËrËÏoaiŠ'rŠs'ÏËÙ$,Cot1PLETED' None 8980 ' Rota ry
21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WII.I. BTART*

7568 GL, 7580 KB August 1, 1984
23' PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF It0LE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTIt QUAN TY OF CEMENT

12-1/4" 9-5/8tl 32.3# H-40 300' 150 sacks class I'GI
- to surface

8-3/4" 7" New ?Vs 20# K-55 STI 5030' iso sacks 50-50 poxmix
6-1/4" 4-1/2" New 11.6# N-80 LTC 8980' 175 sacks RFC

1. Surface formation is the Green River.
2. Anticipated geologic markers are: Wasatch 1116', Mesaverde 21501, Mancos 4480',

Castlegate 4720', Frontier 8095', Dakota 8450', Morrison 86146.
3. Gas is anticipated in the Dakota & Morrison. No oil or other minerals are

anticipated. Possible water sands are expected in the Mesaverde and Llasatch.
4. Proposed cas ing program: See i tem No. 23 above.
5. Pressure control equipment: See attached well control plan and schematic drilling

contractor's BOP stack. BOP's will be tested before drilling out from under surface
and intermediate casing and checked daily.

6. Air or mist drilling will be used to drill the surface hole unless water is encountered.
If water is encountered, chemical-gel type mud will be used. The well will be air
drilled from under surface casing to total depth. If excessive water is encountered,
the intermediate hole will be finished with chem-gel mud.

(CONTINUED BACK PAGE)
IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed neW productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowont

preventer program, if any.

24.

SIGNËD
Petroleum Engineer June 4, 1184

mes h. Olitson
(This space for Federal of State office use)

CONDITIONS OF APPROVAL, I Y

710EOF APPROVA

.

TO OPERATOR'S
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company Beartooth Oil and Gas Company Well No. 25-16

Location Sec. 25 T15S R22E Lease No. U-44433

Onsite Inspection Date 6-12-84

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

A. DRILLING PROGRAM

l. All fresh water and prospectively valuable minerals (as described
by BLM at onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

2. Pressure Control Equipment

In accordance with API Bulletin RP 53, 3,000 psi pressure control
stacks shall be equipped with an annular, bag-type preventer.
Prior to drilling out the surface casing shoe, the ram-type preven-

ters and the annular-type preventer shall be pressure tested to
1,500 psi.

BOP systems will be consistent with API RP 53. Pressure tests will
be conducted before drilling out from under all casing strings
which are set and cemented in place. Blowout preventer controls
will be installed prior to drilling the surface casing plug and
will remain in use until the well is completed or abandoned. Pre-

venters will be inspected and operated at least daily to ensure
good mechanical working order, and this inspection recorded on the
daily drilling report. Preventers will be pressure tested before
drilling casing cement plugs.

The District Office should be notifed, with sufficient lead time,
in order to have a BLM representative on location during pressure
testing.

3. Casing Program and Auxiliary Equipment

Anticipated cement tops will be reported as to depth, not the ex-
pected number of sacks of cement to be used. The District Office
should be notified, with sufficient lead time, in order to have a
BLM representative on location while running all casing strings and
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The cementing program shall adequately protect all fresh water
encountered in the drilling operations.

4. Mud Program and Circulating Medium

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protec-
tion of fresh water aquifers.

5. Coring, Logging and Testing Program

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description,
and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed
with Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

6. No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
AO. If operations are to be suspended, prior approval of the AO
will be obtained and notification given before resumption of opera-
tions.

The spud date will be reported orally to the AO within 48 hours
after spudding. If the spudding occurs on a weekend or holiday,
the report will be submitted on the following regular work day.
The oral report will be followed up with a Sundry Notice.

In accordance with Onshore 011 and Gas Order No. 1, this well will
be reported on Fonn3tbO-G "Monthly Report of Operations", starting
with the month in which operations commence and continue each month
until the well is physically plugged and abandoned. This report
will be filed, in duplicate, to the Vernal BLM District Office, 170
South 500 East, Vernal, Utah 84078.

Immediate Report: Spills, blowouti, fires, leaks, accidents, or
any other unusual occurrences shall be promptly reported in accord-
ance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for
prior approval of the AO, and all conditions of this approved plan
are applicable during all operations conducted with the replacement
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Should the well be successfully completed for production, the A0
will be notified when the well is placed in a producting status.
Such notification will be sent by telegram or other written commun-
ication, not later than 5 days following the date on which the well
is placed on production.

Pursuant to NTL-2B, with the approval of the District Engineer,
produced water may be temporarily disposed of into unlined pits for
a period of up to 90 days. During the period so authorized, an
application for approval of the permanent disposal method, along
with the required water analysis and other information, must be
submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/
flare gas during initial well evaluation tests, not exceeding a
period of 30 days or the production of 50 MMCFof gas, whichever
occurs first. An application must be filed with the District
Engineer and approval received, for any venting/flaring of gas
beyond the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate Dis-
trict Office within 30 days of installation or first production,
whichever occurs first. All site security regulations as specified
in 43 CFR 3162.7 shall be adhered to. All product lines entering
and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be ob-
tained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within 30 days following comple-
tion of the well for abandonment. This report will indicate where
plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclama-
tion work required by the approved APD or approved abandonment
notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner
which conforms with applicable Federal laws and regulations and
with State and local laws and regulations to the extent that such
State and local laws are applicable to operations on Federal or
Indian
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B. THIRTEEN POINT SURFACE USE PLAN

7. Planned Access Roads

About .5 mile of new construction would be built as indicated in
the APD. Another .4 mile of jeep trail will require some upgrading.

All travel will be confined to existing access road rights-of-way.

8. Location of Tank Batteries and Production Facilities

All permanent (on site for six months or longer) structures con-
structed or installed (including oil well pumpjacks) will be paint-
ed a flat, non-reflective, earthtone color to match the standard
environmental colors, as determined by the Rocky Mountain 5 State
Interagency Committee. All facilities will be painted within 6
months of installation. Facilities required to comply with
0.S.H.A. (Occupational Safety and Health Act) will be excluded.

No tank battery is anticipated for this location. Gas is anticipa-
ted, but oil and other fluid hydrocarbons are not expected to be
present in significant quantities.

All loading lines will be placed inside the berm surrounding the
tank battery.

All site security guidelines identified in 43 CFR 3162.7 regula-
tions will be adhered to.

All off-lease storage, off-lease measurement, or commingling on-
lease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried from the wellhead to the
meter and anchored securely downstream of the meter. Meter runs
will be housed and/or fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will l>a conduc-
ted monthly for the first three months on new meter installations
and at least quarterly thereafter. The AO will be provided with a
date and time for the initial meter calibration and all future
meter proving schedules. A copy of the meter calibration reports
will be submitted to the Vernal District Office. All meter meas-
urement facilities will conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

9. Source of Construction Material

Road surfacing and pad construction material will be obtained from
native materials only, no new material will be brought
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The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

10. Methods of Handling Waste Disposal

The reserve pit will not be lined unless porous gravel soils with
seepage problems are encountered when the pits are dug.

Burning will not be allowed. All trash must be contained and dis-
posed of by use of a trash cage to collect the trash, then the
trash is to be hauled to a suitable disposal site.

Produced waste water will be confined to an unlined pit for a per-
iod not to exceed 90 days after initial production. During the 90
day period, an application for approval of a permanent disposal
method and location, along with required water analysis, will be
submitted for the AO's approval. Failure to file an application
within the time allowed will be considered an incident of noncom-
pliance, and will be grounds for issuing a shut-in order.

11. Ancillary Facilities

The present airstrip in Sections 5 and 8 of T16S, R23E would be
upgraded to allow access during drilling operations. This would be
done for safety reasons and possible spare parts delivery needs.

12. Well Site Layout

The reserve pit and pad will be located on the north side of the
location.

The stockpiled topsoil will be stored at the southeast corner of
the location.

Access to the well pad will be from the west side of the location.

Reserve pits will be fenced with a wire mesh fence and topped with
at least one strand of barbed wire.

13. Plans for Restoration of Surface

Immediately upon completion of drilling, the location and surround-
ing area will be cleared of all debris, materials, trash and junk
not required for production. The reserve pit and that portion of
the location and access road not needed for production or produc-
tion facilities will be reclaimed.

Before any dirt work to restore the location takes place, the re-
serve pit must be completely dry and all cans, barrels, pipe, etc.
will be



(Ib (Iþ
If the wellsite is to be abandoned, then all disturbed areas will
be recontoured to the approximate natural contours.

The stockpiled topsoil will be evenly distributed over the dis-
turbed areas.

The BLM will be consulted for a suitable seed mixture for the re-
seeding of the location.

Prior to reseeding, all disturbed areas, including the access
roads, will be scarified and left with a rough surface.

Seed will be broadcast or drilled at a time specified by the BIA.
If broadcast, a harrow or some other implement will be dragged over
the seeded area to assure seed coverage.

14. Other Information

The location is in an area where winter operating restrictions are
imposed from November 1 to April 30. Construction and drilling
operations are not allowed from November 1 to April 30 without
written authorization from the Resource Area Manager, Bookcliffs
Resource Area for an exception. This limitation does not apply to
maintenance of existing producing wells.

There will be no deviation from the proposed drilling and/or work-
over program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.2.

"Sundry Notice and Report on Hells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accord-
ance with 43 CFR 3164.

The dirt contractor will be provided with an approved copy of the
surface use plan.

A cultural resource clearance will be required before any construc-
tion begins. If any cultural resources are found during construc-
tion, all work will stop and the AO will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination, a new application will be
filed for approval for any future
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DIVISIONOFOIL,GASANDMINING
43-047-31496

SPÐDINGINFOR1ATION

NAPEOFCfFPANY: BEARTOOTHOIL 4 GAS

WFIl NAFF: FEDERAL 25-16

SECTION SESE 25 TOWNSHIP 15s RANGE 22E COUNTY UTNTAH

DRILLINGCONTRACTO
RIG# 6

SPÐDED:DATE 10-8-84

TIME 7:00 PM

ÑOW ROTARY

DRILLINGWILLCOFMENCE

REPORTEDBY GRACE

TELEPHONEÑ 406 259-2451

10-9-84 SIGN
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gas, UNITEDSTATES s¿ah IIN TRIPI,ICATE* E

ree'sB ru . 1190 -01¾

(Formerly 9-331) DEPARTMEN, OF THE INTERIOR v•r..LdenstructioDU 00 7@-
5. 1.EASE DESIONATION AND BREIAL WO.

BUREAU OF '.AND MANAGEMENT i U-44433

SUNDRYNOTKESAND REPO N WELLS
. IF INDIAN, AIMHH OR TREH NAME

(Do not use this form for proposals to drill or to deepen resergoir.
tJse "APPLICATION FOR PERMIT-"

7. UNIT Aommax-NT Maus

wi..s O t^."LL
OTHER

2. NAME OF OPERATOR 8, PARM OR LEASE NAME

Beartooth Oi l a Gas Company Federal
3. ADDREsa or OPERATO. MISION OF OlL * "' **

P. O. Box2564, Billings, Montar#94MINING 25-16
LoCATION or «Et,1, (Report location clearly and in accordance with any State requirements.* 10. F18LD AND POOL, OE WILDCAT
See also space 17 below.)
at surrace Fence Canyon

1226' FEL, 557' FSL 11. am e .. .,onar.x.xxo

SEhSEk SEc. 25-Tl5s-R22E
14. PERMIT No. 15. ELEVATIONS (Show whether Dr. RT, on, etc.) 12. OoDNTY on PARISE 18. BTATE

7568' GL, 7580' KB Uintah Utah
16. CheCÑAppropnate Box TO Indicate Natureof Notice,Report,or OtherData

NOTICE Or INTENTION TO : BUBBEQURNT REPORT OF :

TEST WATER SHUT-Orr PULL OR ALTER C.4SING WATER SHDT-Orr REPAIRING WELL

FRACTURE TREAT 11LLTIPLE COMPl.ETE PRACTURE TREATMENT ALTERING CASING

SHOUT OR ACIDIZE ABANDON* SHOOTING OR ACIDt?,iNG ABANDONMENT*

REPAIR WELL CHANGE PLANs (Other)
(NoTE: Report results of Dialtiple completion on Well(Other) Status Repor t Completion or Recolapletion Report and Log form.)

11 LW4e RIDE PROPOSEfr OR CUMPLETED OPERATIoNs (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting anyproposed work If well is directionally drilled. sive subsurface locations and rneasured and true vertical depths for all markera and gones perti-
nent to this work.) •

Well spudded at 7:00 PM 10/8/84 with Veco Drilling Company Rig No. 6.

Drilled 12-1/4" hole to 320'. Ran 8 joints of 9-5/8", 36#, J-55 casing to 316'
KB. Cemented with 150 sacks Class "G", 3% CaC12, 1/4# celloflake. Good cement
to surface. Plug down at 3:00 PM 10/9/84.

18. I hereby certify the foregoing is tr nd correct

SIGNED TITLE IAT'E 10/11/84
--- -Aracn F. Rrnwn -

---

(This space for Federal or State omee use)

APPROVED BY TITLE .- . DATE
CONDITIONS OF APPROVAL, IF ANT:

*SeeInstructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



- al) DEPARTME ÒFTHE INTERIOR d
strucuoneon re-

ð. Lakes DEs!ONagggN AND BERIAI. NO

In not use this form for proposals to drill or to deepen or plus r r

Use **APPLICATION FOR PERMIT--" for auch proposals.)

7. UNIT AGENEMENT MANE

LI
CAa

L OTama

2 us or ovanaron 8,F&BM OB LEA$$ WARE

Beartooth Oil & Gas Company Federal
3 ADDREsa or OPERATOR

. W-LL NO.

P. o. Box2564, Billings, Montana $910 _
25-16

& I.OCATioN or is ELL (Report location clearly and in accordance with any State requirernents 10. rlBLD AND POOL, OR WILDCAT

See also space 17 below.)
at •urt=ce

Fence Canyon
1226' FEL, 557' FSL 11...ha'u?"o!"°ia"

SEhSEl SEc. 25-Tl55-R22E

14 PEnn!!T No. 15. ELEVATIONS (Show whether Dr. mT. ca. etc.) 12. coeurt OR Pazzan 18. staTE

7568' GL, 7580' KB Uintah Utah

CheckAppropnate BoxTo Indicate Nature of Notice,Report,or OtherData
NOTICE OF INTENTION TO: BUBasqv-NT BBPORT 07:

TEST WATER SIIUT-Orr PULI. OR ALTER CaslNG WATER EHDT<)rr REPAIRING WELL

FRA TURE TREAT 31tL IP1Æ CO%!FI.ETF FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING On ACIDry.!No ABANDONMENT*

nErAIF. WEt.L engNot PLass (Other)
(NOTE: Report results of multiple completion on Wel

(Utber) Status Report , 3 completion or R.completion nevort ana Log form)

17 la.s una verostu OR CailPl.ETED OPERATRIN: (Ûleutly state all lertinent details, and 21ve pertinent dates, including estimated date of starting any
propo..-1 mork If well is directionally drilled. give subsurface locations and rueasured and true vertteal depths for all markers and gones pert!

nerat to this work.) *

Ran 7" casing to 5006' and cemented with 150 sacks, Class "G", 2% CaCl2, 174Ñ/5×
celloflake.

Total Depth 8966'.

Ran 226 joints of hi", 11.6#, N-80 casing to 8910' KB. Cemented with 175 sacks
10-0 RFC and 1000 gallons mud flush. Plug down at 3:00 AM 10-30-84. Rig
released at 8:00 AM 10/30/84.

Waiting on completion tools.

I hereby cert the foregoin true and correct

SIGNED - TITLE Drilling Department ber 30, 684
Trace L_Arown

(This space for Federal or State ofBce use)

APPROVED BY _-.
-_......

,-- TITLE . DATE

CONDITIONS OF APPROVAL, IF ANY :

*SeeInstructionson ReverseSide

Title 18 U.5 C Section 1001, makes it a crime for any person knoWingly and willfully to make to any department or agency of the

United States any f.lse, fictitious or fraudulent statements or representations as to any matter within its



FILE IN QUADRUPLICATE
PORM0GC-8-I

STATE OP ITTAH
DEPARTMENTOF NATURALRESOURCES

DIVISION OP OIL, GAS, ANDMINING NÛV3Qggg41588 West North Temple
Salt Lake City, Utäh 84116 ggg

OiL,GAS&MININGREPORTOP WATERENCOUNTEREDDURINGDRILLING

Well Name 4 Number: Federal No. 25-16

Operator: Beartooth Oil & Gas Company Address: P. 0. Box 2564, Billings, MT 59103
Contractor: Veco Drilling CompanY Address: Box 1705, Grand Junction, CO 81502
Location SE 1/4 SE 1/4; Sec. 25 y, 15 à¾ R. 22 E; Uintah County.5 xat

Water Sands:

Depth:
. Volume: quality:

Prom- To- Plow Rate or Head Fresh or Salty
1, 893' 4685= Not measured Not determined

2. (Well was air drilled to 893' where damp sands were encountered, then mud
3. drilled. None of the sand had enough water to flow (9 ppg mud in hole).

4.

5.

(continue on Reverse Side if Necessary)
Pormation Tops:

Wasatch 1116' Frontier 8095'
Mesaverde 2150' Dakota 8454'
Mancos 4480' Morrison 8612'
Castlegate 4720'Remarks:

NOTE: (a) Upon diminishing supply of forms, please inform this office.[b) Report on this form as provided for in Rule C-20, General Rules andRegulations and Rules of Practice and Procedure.(c) If a water analysis has been made of the above reported zone,please Éorwarda copy along with this



Form 3160--4 Porm approved.
(N eut eyr.fÑ, UNI STATES SUME IN DU IC Ep

ret N3Ê,11090845-0137

DEPARTMENT OF THE INTERIOR .s. ,..ABE pgs!GNATION AND SERIAL N .

BUREAU OF LANDMANAGEMENT U-44433

WELLCOMPLETION OR RECOMPLETIONREPORTAND LOG *
Û. IF INDIAN, ALLOTTEE OR TalBE NAME

la. ŸÛË ÒÊ'WELL: nit. GAR
WELL WRI.l. DRy Other Î l NIT AGREEMENT NAME

b. TYPE OF COMPLETION:

""",.lE ':a|' O "?" 'A.O Oth K LEASE NAME

2. NAME OF OPERATOR
8)

Beartooth Oil & Gas Company
3. ADDRams OF OPERATOR

P. 0. Box 2564, Billings, Montana 59103 - NOV301984 ANDPOOL,ORWILDCAT

4. LoCATioN or «MI.L (Report location clearly and in accordance trith any State requirements)•
gnygg

Atsurfac" 1226' FEL, 557' FSL D\VISIONOF
" an,,AI.,ORBLOOKANDBURVEY

At top prod. Interval reported below Same •rL,GAS&MINIfJG SEASEk Sec. 25·-Tl5s-R22E
At total depth game

14. PERMIT NO. DATE 18SCED 12. COUNTT OR 13. BTATE|43-047-31496 6/14/84 UTËth I utah
lŠ. DATE BPLDDED 10. DATE T.D. REACHED 17. DATE COMPL. (R€&dy ‡0 prOd.) 18, ELEVATIONE (DF, RKB, RT, GB, ETC.)e 19. ELEV. CASINGHEAD

10/8/84 10/27/84 11/19/84 7568' GL, 7580' KB i
20. TorAL DEPYH, MD & TVD 21. PLUO. BACK T.D., MD a TVD 22, IV MFLTIPI,E COMPL., 23 INTERVALS ROTARY TOOLS CABLE TOOLO

HOW AIANT* DRILLED BY8966' 8805' \ 0-TD |24. PRODUCING INTERVAL(8), OF THIS CostPLETION-TOP, BOTTOM, NA31E (MD AND TVD)* 25, WAS DIRECTIONAL
SURVEY MADE8731-8733 - Morrison

8560-8604 - Dakota no
26. TTPE E C RITN 27, WAS WELL CORED

28. CARING RECORD (Report all arrings set in well)
CAGING 815E WEIGRT, LB,/FT. DEPTH SET (MD) HOLE BlZE (E lENTING RECORD AMOUNT PULLED

9-5/8" 36# J-55 316' KB 12-1/4" 150 sacks class "G"
]" 23# & 20# 5006' KB 8-3/4" 150 sacks class "G"4-1/2" 11.6# N-80 8910' KB 6-1/4" 175 sacks RFC

I
29. LINER RECORD 30. TUBING RECORD

RIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH BET (MD) PACKER BET (MD)

2-37Š 8748 '
-

21. PERFORATION RECORD (ÎMierUS Big€ ond nufsber) 82. ACID, SHOT. FRACTURE, CEMENT SQUEEEE, ETC.

DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

8560, 8564, 8573, 8576, 8593, 8598, 8560-8733' 60( gal. MR acid; foam fract with8604 - 1 shot/ft., .31" dia. 504 bb1s St i Cl, 2.5 MMSCF N2, 20,000# 100
8731 and 8733 - 1 shot/ft., .31" dia. mesh , 70,00( # 20-40 sand

(9 holes total)
33.• PRODUCTION
DATE FinsT PRODUCTION PRODUCTION METHOD (FIOtoing, gas liff, putapitag---Bist and typ PWWP) WELL STAzus (Producing or

shut4n)11/19/84 f lowing shut-in
DATE OF TEST HOURS TESTED CHOKE 818E PROD'N. FOR OtL-BBL. CAS MCF. WATER-BBL. GAS-OIL RATIO

TEST PERIOD I i11/19/84 2 hrs 3/4" 215 '
PWW. TUBIxo 7--88. CAs1NG PRESBURE CALCULATED DIL---BBL, GAS--MCF. WATUR--BBL. OlL GRAVITT-API (CORE.)24-Horn RATE

195 psi 630 Psi --+ 2583
34. DISPOSITION or oAs (Bold, used for fuel, vented, etc.) TEST WITNESBED BT

to be sold Ral ph Snow
35. LIST OF ATTACHMENTS

55. I hereby certify that the foregoing and attached information is complete and correct as determined from all available recorde

SIGNED TITLE Pei-rnleilm Fnrjineer DATE 11/26/84
*(Seeinstructionsand Spaceskr Additional Data on ReverseSide)

Iitle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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r orm approvea.
°."",n6.°¯ika, U D STATES soeurt in our rs. Entdget Bureau No. 1004-0135

Formerly 9.-331) DEPARTME OF THE INTERIOR r'.
ddinstructio re-

1.saan
are sN

AN A f. NO.

BUREAU F LANDMANAGEMENT U-44433

SUNDRYNOTICESAND REPORTSON WELLS "'" "" "'°""°""

(Do not use this form for proposals to drill or to deepen or plug back to a diferent reservoir.
Use "APPLICATION FOR PERMIT-" for auch proposals.)

1.

w LL O °.^."... Ð o,... RECEIVED i UNW AOBBBMBW NAME

2. Naxa or OPERATom 8. PARM 05 l.BASE NAME

Beartooth Oil & Gas Company y ¡qgg Federal
3. Annassa or ormsATom . WELL 80.

PO Box 2564, Billings, Montana 59103 25-16
4. LOCATION Or WELL (Report location clearly and in accordance with any Staggggµgggpeptier UIL fri.i si ä room, on wir.ncarÎY.".'r'r°.e'epace17 below.)

GAS& MINING Fence Canyon
\ 11. s-C., T., B., M., OR BLE. AND

t EURVET OR Aa-A1226' FEL 557' FSL' SEkSE4 Sec 25-T15S-R22E
14. PERMIT No. 15. stavArioNs (Show whether Dr. RT. ca, etc.) 12. COUNTT OR PARISE 18. BTATE

43-047-31496 7568' GL, 7580' KB Uintah UTAH
ao CheckAppropriate BoxTo indicate NatureoFNotice,Report,or OtherData

NOTica Or INTENTIoN TO: BUBSEQUENT REPORT ÔF:

TEST WATER BRUT-ÔFF PCLL OR ALTER CASING WATER BHUT-OFF REPAIRING WELL

FRACTURE TREAT 310LTIPLE COMPLETE FRACTURE TREATMENT AI,TERING CAalNG

BHOOT OR ACIDIZE ABANDON* BBOOTING OR ACIDIZING ABANDONMENT*

REPA1R WELL CHANGE PLANS (Other)

o Status te-ort X (NoTE: Report results of maluple compledon on Weni ther) Y ___ fompletion or Recorapletion Report and Log form.)
17. usar ninE rnOPOSED OR COMPLETED OPEKATIONS (Clearly state all pertinent details, and give pertinent datee. Including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and gones perti-
nent to this work.) •

Date.of First Production: 2:00 p.m., 10/29/85.

I l ereby certify that the foregoin s true and correct

(This space r Federal or State o Ece ame)

APPROVED BY TITLE DATE
CONDITIONS OF APP

*SeeInstructionson ReverseSide

Tttle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
Ur.ited S'ates any false, fictitious or fraudulent statements or representations as to any matter within its



"°"" ' °"·"" i 0CT 2 5 19
DIVISION' IL,GASAND

SUNDRY NOTICES AND REPOR

Omnas - 94 insm & swepnashb 6- new w deepen -Ming unda. a a saammr phagged md abedoned 7. ikt Apesamt Name:

u..arrucarewrcarvorriomenomos...t....as......a

"r*••"'••= olt0 GAsO ONEA: e r 1 -16

Beartooth Oil & Gas Company 43-047-31496

a Adswee and faisonen. Numbec la Fidd md Pog er Wudse

P. 0. Box 2564, Billings, Montana 59103 (406) 259-2451 Fence Ca_nyon
a o...... « w.. SE SE

v.......: 1226' FEL 557' FSL e-*r UINTAH
7^* SE SE Sec 25, T15S, R22E "'••= UT

" CHECK APPROPRIATE BOXES TO INDICATE N\TURE OF NOT1CE, REPORT, OR OTNER DATA

NOT1CEOF INTENT SUBSEQUENTREPORT
tsa...an ow- cua-aorW.s r..-o.m

O Abandonment O New Construction O Abandonment O New Construction

O casingRepair O Pull or Alter ca•ine O casingRepair O Pull or Alt.« casing
O Change of Plans O Recompletion 0 Change of Plans O Shoot or Acidize

O conversionto injection O Shoot or Acidize O Conversion to injection O Vent or Flare

O Fracture Treat O V•nt or Ftar• O Fracture Treat O waterShut-off

O Multiple Completion O Water Shut-Off O Other

o mer Resume Production
Date of work completion

Approximate date work will start Amport temuns af Medipio Compiegens and Reessupis6ene to @ferert reservoirs on WEU.
couPtEDON OR RECOMPumcNW AND I.OG Iorm,

• Must be accompanied by a comert veritcatim report.

12. DEsenaE PROPOSED on COMPLETEDCPEAATOM (Clearly stale ai pergnert detaas, and ghe partinert dates, i nel is dkoctionaiy ddied, give subsurface locagons and measumd and true
verscal depots for all markers and zones poignert to this work.)

Wel I resumed production September 1, 1995, after a lengthy shut-in period.

im BOBBIEOSWALD,PHuudul luld

(m. op... s.«at.oon.e only)

(tswas p.. as.iruceanson newers.
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